From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: "Deane D McIntyre"  <dmcintyr@acs.ucalgary.ca>
Subject: Re: Are 6DQ6B's hard to get?
Message-ID: <9701012329.ZZ665763@ds1.acs.ucalgary.ca>


In message <199701012127.NAA24895@dfw-ix1.ix.netcom.com>  writes:

> My question:  I just saw a posting for sweep tubes, and didn't see the 6DQ6B
> listed, and the ones that were listed seemed very expensive.  Is this an
> oddball or rare tube?  Can I substitute an easier to get one?  Does anyone
> have a couple to sell/trade for reasonable prices?  Or is there no such
> thing as a 'reasonable price' for a 6DQ6B?
> 
These tubes in fact are very common and are one of the cheapest sweep
tubes around. They were very common in 1950's vintage TV sets, the most
common sweep tube used I think. Antique electronic supply has them for
around $6 or so NIB. 

I just brought 10 used 6DQ6B's from Fair Radio for $1 each (you
have to buy 10 to get this price) as well as other pulls. Have not
tested them yet (they arrived yesterday) but my experience is that
Fair's untested pulls are 95% good.

I also got a large batch of 12A6's from Fair that were sold as untested
pulls. Strange thing is that they seem to be new...all made by RCA with
one of two date codes..H4E or H5E (could have the H and E interchanged...
anyone know how to decipher these codes...not quite as straightforward
as codes like 56-39 (39th week of 1956). Anyhow I tested several and
they were all good.

Hans anyone built the 25 watt CW rig using a single 6DQ6 that was
in the ARRL pub "How to become a Radio Amateur" around 1960? (Same
pub that had the regen using two 6AQ5's)

> Dave WB7AWK
> "Give me ambiquity or give me something else"
> 
> 
73, Deane D McIntyre VE6BPO
Deane@deane.bio.ucalgary.ca
dmcintyr@acs.ucalgary.ca

Homepage http://deane.bio.ucalgary.ca/...now with BA links.....



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: km1h@juno.com
Subject: BA Publications
Message-ID: <19970101.125008.9895.4.km1h@juno.com>

Is there a one-stop source of the many great pubs I see mentioned here?
Or Web pages? Other Web resources to browse.....NOT shack pictures
please. 
Please reply directly to me; we don't want to get Jack cranky the first
day of the year!

I will then edit and post the info to the reflector.

73........and may your new year junque pile grow. 
..Carl   KM1H 


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Ho4bart@aol.com
Subject: BC-224-*    suffix kweschun
Message-ID: <970101144310_2087756284@emout19.mail.aol.com>

with which suffix letter did the bc-224 add the longwave band?
the 348 did with letter d.    same for 224??
a militaria dealer recently advertized a "highly sought after  
variation with double nomenclature plates". it was a bc-348c
rca updated to "s" by belmont. do you suppose that was to 
add the overwater band? (LW). when i inquired some highly
seeking seeker had already bot it, so no information was 
recoverable.    hue miller
Serpent's actual words to Eve: "yes, of course this apple's
been washed!"



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: "David A. Cooley" <cooldave@ipass.net>
Subject: BC-688-A
Message-ID: <1.5.4.32.19970101180921.0069bf44@mail.ipass.net>

Hello all,
Just an update... Putting my power supply relocation project on hold so a
member can receive the BC-688-A I was going to destroy (not because I wanted
to, but because it was the only thing with a case large enough...).
So, his collection of the BC-68X series will be complete (this piece was the
last he needed and is in excellent condition) and he's trying to find a
similar sized case to use for my PS.
I guess this is kind of like "orangepeace"... Save the glow!

Take care and happy new year,
DAve


   "When I die, I wish to die peacefully in my sleep like my grandfather...
Not screaming in fear like his passengers..."
========================================================================
David Cooley N5XMT                  Packet: N5XMT@W4RAL.#RTP.NC.USA.NOAM
Internet: cooldave@ipass.net    And Web: http://www.ipass.net/~cooldave/
Sponges grow in the ocean... Wonder how deep it would be if they didn't!
========================================================================



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: PACOBOY1@aol.com
Subject: Best Mic For KWM-2
Message-ID: <970101091121_1722471804@emout03.mail.aol.com>

Hello

Recently acquired a Collins KWM-2 and would like an opinion as
to the best microphone for it.

                                                  Thanks
                                                  Ed
                                                  WB2WHQ


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: paul Veltman <veltman@netcom.com>
Subject: Re: Best Mic For KWM-2
Message-ID: <Pine.3.89.9701011123.A9049-0100000@netcom23>


On Wed, 1 Jan 1997 PACOBOY1@aol.com wrote:
> 
> Recently acquired a Collins KWM-2 and would like an opinion as
> to the best microphone for it.

I have used both a D-104 and an Electro-Voice 630 with my Collins 
stations.  I like both of them.

Paul WA6OKQ



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: Michael Crestohl <mc@shore.net>
Subject: CORRECTION: A G Tannenbaum WEB site and e-mail address....
Message-ID: <199701011827.NAA18969@northshore.shore.net>

Hello Everyone:

Hope y'all are recovering from last night's revelry.  Cynthia and I are
down with colds and didn;t care to venture out into the -10 degree VT
winter weather so we stuck around and hung out here at home.  Played a little
radio, etc.

Yesterday I posted a message about the neat-o L-R-C bridge U bought from
Mike Tannenbaum, K2BN and incorrectly listed his e-mail address and Web
site into.  The correct address is:

k2bn@agtannenbaum.com

http://www.agtannenbaum.com

He has a large stock of manuals, component parts, test equipment, etc. I
was very pleased with the proper packing job and timely delivery of the item I
purchased.

73,

    .-.                                                               .-.
   /   \           .-.                                 .-.           /   \
  /     \         /   \       .-.     _     .-.       /   \         /     \
-/--Michael Crestohl W1RC ---/---\---/-\---/---\-----/-----\--mc@shore.net-\--
          \     /       \   /     `-'   `-'     \   /       \     /
           \   /         `-'                     `-'         \   /
            `-'                                               `-'



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: Re: Crystal Question
Message-ID: <Pine.ULT.3.95.970101113946.2215A-100000@admin.aurora.edu>

On Tue, 31 Dec 1996 gpewitt@execpc.com wrote:

> I recently received a lot of CR18/U crystals from a ba list 
> member and I noticed that about half of them have two different
> frequencies marked on them.  For example this one is marked
> 8905.000 KC on the end and 2163.750 kc on the side.
> Both markings appear to be originals.  Another is marked
> 2986.0 kc on the end and 2716.0 kc on the side.

Sometimes receiver xtals are marked with both the xtal frequency
as well as the operating (receive) frequency.
It could also be that they were used in a hetrodyne exciter and
one of the markings is the actual transmitter output frequency.

        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: jproc@bellglobal.com
Subject: RE: Crystal Question 
Message-ID: <Chameleon.4.01.2.970101134808.jproc@>

Gary,

> For example this one is marked
>8905.000 KC on the end and 2163.750 kc on the side.

If you divide the larger frequency by the smaller frequency it's 
approximately 4 times. Sounds like the set they were used in might have had 
a pair of multiplier stages. I too have a number of crystals for VHF 
gear with dual frequencies stamped on them. The lower of the frequencies is 
the funndamental. The higher of the frequencies is a specific output 
frequency that will be generated by the *particular* piece of equipment for 
which the crystal is intended.  


>Another is marked 2986.0 kc on the end and 2716.0 kc on the side.

This might be part of a transmit/receive crystal set. In this particular 
case, the difference is only 270 khz, so its conceiveable that it was 
intended for a receiver with a 270 khz IF. The Marconi CM11 transmitter and 
CSR5 receiver uses this same scheme. When using crystal mode on receive, the 
crystal marking must be 575 Khz higher than the frequency that you wish to 
receive. 

Here's another interesting experiment you can try. If you have a receiver 
that supports crystals, plug in a crystal and tune the main dial until the 
background noise is the highest (around the crystals fundamental frequency). 
The indicated frequency will be higher than that of the crystal receiver 
by the same difference as the receiver's IF frequency.  Now, calculate the 
second of harmonic and tune that spot on the dial. Presto - reception!. Now 
try tuning in the third harmonic assuming you have not run out of frequency 
range. You will get reception there as well. Now, we have a case of where 
one crstal can be used to receive three different frequecies. This was the 
case for the Marconi CSR5 receiver and the Royal Canadian Navy used crystals 
that had three sets of markings. This may not be a practical arrangement for 
an SWL listener, but it does work technically speaking.

Similarily, one crystal in the Marconi CM11 transmitter could be used on one 
of three frequencies, depending on how the transmitter was tuned. Again, 
these crystals could be marked with three frequencies. If one were using the 
PV500 and CSR as a transmit/receive pair, then the crystal sets for any one 
frequency would be 575 khz apart. Keeping track of all of these frequencies 
must have been an administrative nightmare for the operators.

Regards,
-------------------------------------
Jerry Proc VE3FAB
E-mail: jproc@bellglobal.com
Radio Restoration Volunteer
HMCS Haida Naval Museum
Toronto, Ontario
-------------------------------------




From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: "Allan Fritsche" <fritsche@msn.com>
Subject: Elementary Electronics Article
Message-ID: <UPMAIL03.199701012115360817@msn.com>

Hi Gang, one more request. Anybody got a copy of Elementary Electronics,
Jan and Feb issue 1969, Need a copy of the article by C. Green called the
"Dio - Tracer".

Thanks again in advance
Al
fritsche@msn.com


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: Ho4bart@aol.com
Subject: FS Gonset vhf converter,  RCA tube cb
Message-ID: <970101125838_843299774@emout15.mail.aol.com>

gonset am converter, looks same as HF series, for mobile use  $10-
aeradio small late 1940s light aircraft xmtr, probably 3105 kcs am, 10 watt,
no controls on front, fixed freq, requires ext pwr, exc appearance  $10
rca "citizens radiophone"  crmp2b or maybe 3b. fair to good condx. w/ mike &
one power cord. rec is tunable , xmtr takes one xtal on front panel. ac or
batt.
set has real 1st-generation cb look. use on cb or easy retune to 10. need 
electrical work. $30 /2
hue miller


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: km1h@juno.com
Subject: FS: 100W and 200W resistors
Message-ID: <19970101.140353.9895.7.km1h@juno.com>

These are all NIB Clarostat with 1990-94 date codes. Mounting brackets
are included. I have several of each. 

50K     100W    $7.50
75K     100W      7.50
50K     200W    12.00
100K   200W    12.00 

Also: 25 Ohms 95W Dale flat style with brackets  $6.00

Time to overhaul that  BA  KW power supply. 

73.............Carl


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Tom.Daley@530.gigo.com (Tom Daley)
Subject: FS: junque n' stuff
Message-ID: <743_9701011402@gigo.com>


hello ba people the following items are for sale or trade.
i am looking for gonsets ! (no two meter am please !)
 
1. heath qf1 q-multiplier good shape except cracked knob $15
2. heath dx20 hf cw transmitter in complete and fair shape 
   front panel/knobs/meter GOOD with some grime. case paint 
   is missing in spots. orig ps trans has short b+ to ground
   so has added 2nd trans for b+. appears to have fil/b+ ok
   see the current qst for dx20 refurb info !! untested $35
3. sonar fm40 25-50mhz fm transceiver. compact tube transceiver
   crystal control unit is complete and in fair shape ! no mic
   speaker grill pushed in (easy repair) restore for ham fm
   on 29.6 or 52.525 mhz. in 40 mhz range now. untested $20
4. hallicrafters cb-3a tube cb. 6 channel with mic, power cord.
   fair to good condition with dust. w/crystals. untested $20 
5. olsen spotter-3 tube cb. 12 ch tx with vfo rx. good to
   fair condition no mic with several crystals untested $20
6. pair NOS sylvania 6jb6a tubes unused. no boxes. $25
7. lafayette ha-250a 21-54 mhz linear amplifier powered by 2x12jb6
   100 pep input w/2-5 w drive. move tap/changes band w/schematic !
   no power cord but includes 8 pin octal plug to make your own !
   100 uf at 450 vdc cap shows leakage and needs to be replaced !
   unit front in fair shape. inside looks great ! untested $85
 
do not be shy with offers or trades located in sacramento 73 tom
--
: Fidonet:  Tom Daley 1:203/530  .. speaking for only myself.
: Internet: Tom.Daley@530.gigo.com


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: "Dick Dillman" <ddillman@igc.apc.org>
Subject: Hawkins Electrical Guide No. 1
Message-ID: <64058.ddillman@igc.apc.org>


Perhaps some reader of these pages can help me complete my collection 
of Hawkins Electrical Guide books.  These are the little black books 
covering everything electrical from elevators to wireless.  I need No. 
1 to complete my set.  I have available for trade Nos. 3, 7 and 8.

Thanks,

Dick

                             Dick Dillman
                             WPE2VT W6AWO 
                        <ddillman@igc.apc.org>
                       Collector of Heavy Metal:
                 Harleys, Willys and Radios Over 100lbs.



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: wallace@world.std.com (Andy Wallace)
Subject: HQ-100A mod inspection
Message-ID: <32d49eeb.5180745@world.std.com>

Looks like I have the following mods: two coax cables going to back
apron RCA jacks... From there they go to:

V2 pin 5 (6BE6 mixer)
V6 pin 1 (6BA6 IF) -- this goes thru .0001 cap then to cable

Wonder what these were for. I had suspected an outboard product
detector but then I thought one cable should have gone to the AF amp. 

I have a schematic on the way so that will help, but if anyone has any
ideas here -- and especially what to look for that might have been
disconnected! -- it will be a help. As I said it lights but no RF.

Still need the 1" function knob and both tuning knobs, and the clock
switch knob (push-on). 

The good news is that Radio Shack's 270-364c fuse holder has a cap
just right for the HQ. I had a bear of a time finding one to fit a
Drake AC-4! (Had to dig thru hamfest boxes.)

Finally: Do you folks see =20 at the end of my lines? If so, how do I
fix that using the AGENT newsreader? (Reply in email only on this.)




--Andrew Wallace
anagram: WE LEAD CLAN WAR
wallace@world.std.com


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: k0az@i1.net (MIKE SANDERS)
Subject: HROs historically speaking..............
Message-ID: <199701011916.NAA24779@mail1.i1.net>

Greetings again All this first of 1997,
       In emailing back and forth with several people in the last two days
and over the last year or more I have come to a few very firm conclusions.
       First let me say I love the Moore books. As well as Chuck Pensons
and Dachis' books etc. I use them all regularly and reference them often.
All of these books are wonderful works of time and effort but do have holes
and in some cases errors.
       I am no HRO expert for sure. An upstart really but I have found in the
last couple years enough evidence to make me conclude that no one is
an HRO expert. I believe the historical following of this series of National
radios would be a lifelong endeavor for a young man or woman. Still there
would be holes of information about obscure details of cosmetics and
so on. 
      This is a hobby and fun to me. The HRO game is probably the most
fertile for uncharted waters and strange and rare variations that pop up
from time to time. A neat challenge with always the possibllity of finding
something odd or unusual. I have not even begun to look at the military
versions of these receivers. That would surely be a never ending story.
The HRO series of receivers still presents many mysteries to be solved
by the individual who is so inclined. 
      There is still magic in those old HROs. But first you gotta believe in
magic.                                                     

      I am directly responsible for hundreds of 800mhz trunked radio repeaters
in Motorola, General Electric Mark and Edac and Johnson LTR technologies
at over 50 sites. I get to everyone of them. I own 2 IFR service monitors and
carry a new 1200Super S as well as a Motorola 2600. I have a new 1200 
SuperS at my desk in the office. I don't even remember the number of the
HP Spectrum Analyzer that cost us megabux and so on and so on and so on.
The laptop I carry is far beyond the normal home computer system in its
power and capabilities. I could go on for days about what I got/use/do every
day of the world. But not here. This is Fun. Or its supposed to be. I get a
lot of satisfaction out of what I do. Its a major challenge. But here I want
to have fun. When a 1937 receiver starts making noise on my bench in the
garage I am up. I am high. I am in a zone. Whatever. I am having fun. Thats
what we are about here I believe. So my two dollar and sixty five cent "filter"
in my A4 is not up to purist standards or perfect. I got a kick out of seeing
2.65 do a sweet job of AM compared to the alternatives. The 75A4 is not
an AM receiver. The HRO50T1 is. A 2.65 filter is not going to be perfect
anywhere in anything. If you need perfect I can get pretty close. But not
here please. I am just trying to have a bit of fun and enjoy about 99 percent
of this list and the wonderful archival expertise that resides here. 

      I wish you all lots of magic in 1997.            73, Mike K0AZ 



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: nielw@ix.netcom.com (Niel Wiegand)
Subject: Re: HROs historically speaking..............
Message-ID: <199701012027.MAA25964@dfw-ix2.ix.netcom.com>

Mike,

Have you seen the HRO article in Volume 4 of the AWA Review published 
by the Antique Wireless Assocoation in 1989?

Charles Fisher did a questionaire/survey of HROs and cataloged the 
variations he found and tied those to serial numbers and dates. He 
covered thru early 1941. You might want to look at this article.

I think his survey technique is a great way to collect a wide variety 
of information. The trick is to figure out the questions to ask.

I have indexed the National information that I've found on my web page 
at http://www.mindspring.com/~johnmb/bawebpg.htm.

73, Niel - WA5VLZ


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: km1h@juno.com
Subject: Re: HROs historically speaking..............
Message-ID: <19970101.163211.9895.9.km1h@juno.com>

A quick note Mike. National made many, many custom variations of the
various HRO's for commercial customers and governments. Dont ever let
anyone tell you that he is "the final expert" on them. 
We used to get some of them into the Svc Dept. when I was there 1963-69.
Many persons tried to document all the varieties even then but there were
enough variations that had no purchase order or mfg data in the files.
National was never into any serious preservation of their history and
paperwork was thrown away regularly. 
I wonder how many have ever seen the left handed  version of the HRO-5TA1
or the pink HRO-7?  

Happy '97............Carl   KM1H



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: "Allan Fritsche" <fritsche@msn.com>
Subject: J.W.Miller coil data needed.
Message-ID: <UPMAIL03.199701012115330292@msn.com>

Hi Gang, anybody got an old Miller catalog that wouldn't mind taking the time 
to look up a couple of coils for me. I beleive Crica 1965-1970.

Coils are the X-5496-C   and A-5496-C    , Just need to know their total
inductance, both are center taped.

Thanks In Advance
Al
fritsche@msn.com


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Tom Norris <badger@telalink.net>
Subject: Jane's Military Communications?
Message-ID: <3.0.32.19970101173617.0070ed30@telalink.net>

Any older copies of this fine publication floating
around anywhere? I will gladly pay for a used copy
more so than what they are asking for it now.
Need the info for the Military Equipment List, to
add some of the newer items.

And for BA's sake, I am sure there is some gear in it
that has tubes, at least in the PA.... ;-)

Thanks!


******************************************************
 Tom Norris KA4RKT
 badger@telalink.net   Nashville, Tennessee, USA
-----------------------------------------------------
  Eagles may soar free and proud, but weasels 
       never get sucked into jet engines.
******************************************************


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: scotgray <scotgray@cwnet.com>
Subject: Johnson Ranger PS mods?
Message-ID: <32CAF026.429B@cwnet.com>

Have a early EFJ Ranger. Power supply section runs hot. Hot as in normal
for a Ranger. Looking for Mods that cool things down a bit. Have heard
of getting rid of the 5R4 and 6AX5 w/ silicon diodes and putting in a
couple of Electrolytic "Cans" in place of the toobes. Sounds reasonable,
but I will experience a increase in voltage w/ the sillycon diodes.
Harmful? 

Have seen (and performed some) the WA1HLR Audio Mods. Anything time
proven mods for the PS?

Much Thanks and Happy New Year! 
Scott   KD6CQ


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: John Kolb <jlkolb@cts.com>
Subject: Knob Polishing
Message-ID: <Pine.SCO.3.91.970101145457.8888A-100000@sd.cts.com>


I polished a couple of old bakelite knobs with a buffing wheel
and jewlers rouge. Now the knobs have a reddish tint to them.

What did I do wrong, and how to I fix them?

John



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Karan Lee Carruth <klccarru@tenet.edu>
Subject: Re: Knob Polishing
Message-ID: <Pine.OSF.3.91.970101175716.19961G@Joyce-Perkins.tenet.edu>


Jeweler's rouge is the wrong stuff for bakelite.  Try tripoli which is
brown.  It works fine.  I usually wipe them down with Armor All afterwards
which really makes bakelite look good.  Wipe on the Armor All then wipe 
off as much of it as possible. 

Also, try a good rub down with Novus Plastic Polish 2.  This stuff works 
well on almost all plastics.  It does wonders on clear bezels that are 
scratched.  It will make the plastic cover on an old 300 series phone 
look like new.  I first ran across it being used for aircraft windshields.  

Lenox Carruth, WA5OVG
klccarru@tenet.edu



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: dr.electron@juno.com (Richard L Paton)
Subject: RE: Microwave Oven Xfmr's
Message-ID: <19970101.094819.6814.2.dr.electron@juno.com>

Wannem cheapo? OEM's at:
MAT electronics	
East: 400 Pike Road, Huntington Valley, Pa 19006
West:	
6225 South Mojave Road, Suite E, Las Vegas, Nev. 89120

West coast Phone#		800 811 5177 < Orders >
Local Vegas		702 434 7278
Fax			800 628 1005

Might save you from having to store remainder of oven! Listed is
HVT293/HVT294 @ $ 62.50

More Later; have to climb " Paper Mountain" again & search.
Rich......................................


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: "Jim Berry" <basalop@eskimo.com>
Subject: Re: Microwave X-former
Message-ID: <199701011510.HAA04134@mail.eskimo.com>

Bob asked:

> Hello guys,
> 
> Has anyone ever used a micowave oven transformer for a high voltage power
> supply. 
> 73 es TNX             		
> KE4QOK 			
> Bob			
> 136 Hermitage Rd.			
> Newport News, Va. 23606	KE4QOK@worldnet.att.net  
> (757)930-0348		

Those things can do the job just fine.  Some are grounded on one side 
so you have to figure out how to get around that.  I ripped the HV 
secondary off one I had and made a killer 35 volt transformer out of 
it to power some of my 28 VDC stuff.  Even if you have to go out and 
buy a microwave brand new it is a bargain deal when it comes to a 
transformer.  

73 Jim

 
Jim Berry K7SLI. QTH: Marysville, Wa  (Near Seattle)
Email: basalop@eskimo.com  FAX: 360-659-1360 
Snail Mail: 5318 142nd PL NE Marysville, Wa 98271





From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: "John H. Dilks III" <oldradio@worldnet.att.net>
Subject: Re: Microwave X-former
Message-ID: <19970101193147.AAA4033@LOCALNAME>

>> Hello guys,
>> 
>> Has anyone ever used a micowave oven transformer for a high voltage power
>> supply. 
>...............snip.............

The Junk yards are full of them.  Also ride around on trash day after
Christmas or another holiday and you will have no problem finding several. 

   Think about this:  Find two matching and wire the transformers in series
(higher voltage [x2]) or in parallel (higher current [x2]) -- just make sure
the windings are not opposed to each other or you'll have a Zero voltage
supply.  One additional plus for two transformers: you can wire them for
220V on the primary side.  -as always- don't try this unless you are familar
with high voltage + high current power supplies.  Get help if you need it.
At these voltages you can only make one mistake, which is usually fatal.

73' John Dilks, K2TQN
-------
.=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=.
|     73's from John H. Dilks, K2TQN, oldradio@worldnet.att.net      |
|                                                                    |
|     NJARC is on the WEB -   http://www.globalent.net/oldradio      |
|                                                                    |
|   There's always something new about old radio on our Web Page.    |
|                   We update it every week!                         |
`=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=' 



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Morris Odell <morriso@vifp.monash.edu.au>
Subject: Re: Microwave X-former
Message-ID: <32CAE0B7.2B27@vifp.monash.edu.au>

Hi all,

Since there have been threads regarding safety to do with racks and
household wiring recently, I thought I'd add my $0.02 worth on this
issue as well.

> > Has anyone ever used a micowave oven transformer for a high voltage power
> > supply.

Microwave ovens sometimes contain capacitors which can retain their
charge for some time. This is not a low charge situation like a CRT - we
are talking a hefty capacitor charged to a kv or two. A couple of years
ago a service tech (who should have known better) was killed here when
he took the cover off a microwave that had recently been used. 

The transformers are a great resource for those building linears but be
careful of the other stuff in there and make sure all caps are
discharged!!!

Have a safe and happy 1997

Morris VK3DOC
---------------------------------------------------------------------
Morris Odell                 Victorian Institute of Forensic Medicine
Forensic Physician                  57-83 Kavanagh St, Southbank 3006
morriso@vifp.monash.edu.au                        Victoria,
Australia                                 

Web page: http://www.vifp.monash.edu.au/CFM/staff/mo.html
---------------------------------------------------------------------


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: bdhall@ghg.net (Benjamin D. Hall)
Subject: Re: Microwave X-former
Message-ID: <32CAE9D4.45E7@GHG.net>

Morris Odell wrote:

> Microwave ovens sometimes contain capacitors which can retain their
> charge for some time. This is not a low charge situation like a CRT
> - we
> are talking a hefty capacitor charged to a kv or two.

Okay folks, dumb question time.  Now, whenever I work on BA stuff I
always check all the HV caps with my Fluke DMM to make sure that they
are discharged.  If they aren't, the DMM presents enough of a load that
they discharge within 30 seconds or so.

Now for the question:  If I've got a cap charged to 1 kv (just in case I
ever decide to play with a microwave), I cannot use my Fluke to check
'em and discharge 'em as the Fluke tops out at 600 volts.  Being that
there is a whole truckload of zap (energy) in a cap charged to 1 kv,
what is a safe way of discarging them before working on them?  I
certainly don't want to tap a screwdriver across the terminals: a
physics professor at UConn used to do a demo where he charged some realy
really large cap up, and then slapped a screwdriver across it to give
students a firsthand glimpse into the amount of energy that caps can
store.  The 1/4 inch diam scrwdriver was basically vaporized...

Thanks and 73
Ben
-- 
----------------------------------------------------------------------
 From the computer of            | Collector of fine firebottle
 Benjamin D. Hall, Houston Texas | equipment, as well as other things
 BDHall@GHG.net (home) -or-      | involving Earth, Air, Water, and
 Benjamin.D.Hall1@JSC.NASA.gov   | Fire.
--------------------------------------------------------------------- 
***PLEASE NOTE MY NEW HOME E-MAIL ADDRESS above.***  My old address,
BDHALL@GHGCorp.com, will still work for a period of time however.



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Morris Odell <morriso@vifp.monash.edu.au>
Subject: Re: Microwave X-former
Message-ID: <32CAEF2E.148A@vifp.monash.edu.au>

Hi Ben and the other firebottlers,

Amazing! I got Ben's comment on my posting before I got my own posting
back - but I digress...


Benjamin D. Hall wrote:

> 
> > Microwave ovens sometimes contain capacitors which can retain their
> > charge for some time. This is not a low charge situation like a CRT
> > - we
> > are talking a hefty capacitor charged to a kv or two.
> 
<snip>
> Now for the question:  If I've got a cap charged to 1 kv (just in case 
> ever decide to play with a microwave), I cannot use my Fluke to check
> 'em and discharge 'em as the Fluke tops out at 600 volts.  Being that
> there is a whole truckload of zap (energy) in a cap charged to 1 kv,
> what is a safe way of discarging them before working on them?

You can use a "shorting stick". This is a stick about a foot long made
of some insulating material. Put an electrode at the end connected via a
suitable resistor (about 10K 1 watt should be OK) to a clip lead. To use
it, connect the clip lead to a known ground and touch the electrode to
the cap you want to discharge for a suitably conservative time. The
resistor won't need to dissipate much heat as it's not being used
continuously but it will need a suitably high voltage rating. In fact a
couple in series would be even better.

After using this device, it's still important to check the cap is in
fact discharged before continuing. You could use a suitable resistor in
series with your Fluke set to a current range. Of course, when working
on BAs a PMMC instrument is more in character :-)

73

Morris

---------------------------------------------------------------------
Morris Odell                 Victorian Institute of Forensic Medicine
Forensic Physician                  57-83 Kavanagh St, Southbank 3006
morriso@vifp.monash.edu.au                        Victoria,
Australia                                 

Web page: http://www.vifp.monash.edu.au/CFM/staff/mo.html
---------------------------------------------------------------------


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: pmills@A.crl.com (Phil Mills)
Subject: Re: Microwave X-former
Message-ID: <199701020028.AA04509@A.crl.com>


>Now for the question:  If I've got a cap charged to 1 kv (just in case I
>ever decide to play with a microwave), I cannot use my Fluke to check
>'em and discharge 'em as the Fluke tops out at 600 volts.  Being that
>there is a whole truckload of zap (energy) in a cap charged to 1 kv,
>what is a safe way of discarging them before working on them?  I
>certainly don't want to tap a screwdriver across the terminals: a
>physics professor at UConn used to do a demo where he charged some realy
>really large cap up, and then slapped a screwdriver across it to give
>students a firsthand glimpse into the amount of energy that caps can
>store.  The 1/4 inch diam scrwdriver was basically vaporized...

Ben, I don't think you need to worry about it.  The typical caps in
amateur radio HV supplies respond to the screwdriver test very well.
Besides, unless the bleeder resistor is open, you won't really be 
doing anything except _ensuring_ that everything is bled down.

73, Phil
.
Phil Mills, AB5TH            *****    *****
pmills@a.crl.com           
281-992-5762  days
Friendswood, TX     (south of Houston)




From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Sandy W5TVW <ebjr@worldnet.att.net>
Subject: Need AF-67 Info...
Message-ID: <19970101193434.AAB5405@LOCALNAME>

        Happy New Year "BA" gang!    

    I have a partial copy of the Elmac AF-67 manual.  Does anyone have one
that is complete?  I need pages: cover, 6, 7, 12, 13.  I have all the rest.

73,
E. V. Sandy Blaize, W5TVW
"Boat Anchors collected, restored, repaired, traded and used!"
417 Ridgewood Drive,
Metairie, LA., 70001
ebjr@worldnet.att.net
**Looking for:  Hallicrafters SR-75, 860 tubes**
**Butternut HV2V antenna, G-R test gear.....................***



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: MEC <danmec@inet.uni-c.dk>
Subject: Need feed thru insulator fer ATU
Message-ID: <Pine.3.89.9701020033.A10059-0100000@inet.uni-c.dk>


My Vectronics ATU broke down so I need to replace one of the feed through
insulators for wire antenna.
Anyone with a porcelain fed through insulator for a 12 mm hole, or bigger ?

Tnx  73  rag  oz8ro


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: gpewitt@execpc.com
Subject: One more pw4 cap with dial
Message-ID: <Chameleon.970101142403.gpewitt@execpc.com.execpc.com>

I have one more pw4 I was going to keep for myself -but-
the recent availability of a Miltronics R390A has me
needing cash more than nostalgia so...
I will sell it for the same 35 bucks as all the rest
of course I want more for the dial.  It didn't come with
the cap, I bought it from a list member some time ago.
Preference will be given to those who didn't get one the 
first time around.  Or if Bobbi wants the dial she gets
it because she asked for one first.  
I want 35 bucks for the dial.  I think I paid 30.
So it's $70.00 for both or 35 for just the dial plus
postage.  The dial is not new but it is in good shape.
Stand back, it's an avalanche.
73  Gary
-------------------------------------
Name: Gary Pewitt N9ZSV/KT  
      6120 W. Calumet Rd. Apt 204
      Milwaukee, WI  53223 
      414 355 8147 Home 414 297 4307 Work
E-mail: gpewitt@execpc.com
From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: paul Veltman <veltman@netcom.com>
Subject: QST CD ROM
Message-ID: <Pine.3.89.9612312319.A21880-0100000@netcom14>

Hey gang,
Am I dreaming, or did the AR2L or maybe someone else put all the old QSTs 
from day 1 on a CD ROM?  

Paul


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: joelutz@juno.com (Joseph W Lutz)
Subject: Re: QST CD ROM
Message-ID: <19970101.174225.2878.0.JOELUTZ@juno.com>

Paul,

     They have released CD-ROM's for 1995 back to 1985.  Talked to
ordering dept when I placed the last order and they told me they
had plans to go all the way back.  I have been boxing up 10 years
of QST's, waiting for more to go.  Now if they would put CQ's on CD-ROM,
boy would I realize a lot of space.  (Would only have to worry on
what to do with the many boxes of various issues of Commodore Mags). 
Good luck in the new year.
73 de JOE
- - - - - - - - - - - - - - - - -W7LPF/4 (NNN0KUU)- - - - - - - - - - - -
- - -
QWCA - NCVA - SOWP - FISTS
Gordonsville, Va 22942 (Orange County)
WTB:  EFJ Adventurer, Hallicrafter HT32
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
- - - - - - - - - - - -


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Sandy W5TVW <ebjr@worldnet.att.net>
Subject: RE: QST CD ROMS...
Message-ID: <19970101194802.AAC12153@LOCALNAME>

        I understand from a couple of guys who have tried them, that the QST
CD ROMS are lacking!  It seems the search engine isn't a very good one!
(Like trying to find all articles on the CD with 807 or 6L6 tubes in them.)
        Comments anyone who is looking for BA articles in the CD's??

73,
E. V. Sandy Blaize, W5TVW
"Boat Anchors collected, restored, repaired, traded and used!"
417 Ridgewood Drive,
Metairie, LA., 70001
ebjr@worldnet.att.net
**Looking for:  Hallicrafters SR-75, 860 tubes**
**Butternut HV2V antenna, G-R test gear.....................***



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Lionel Booth <lbooth@comm.net>
Subject: Re: QST CD ROMS...
Message-ID: <32CAB644.626F@comm.net>


------------42981434536A0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii

My two cents worth,

I had contacted ARRL on the 26th asking about hypertext searches and
such for the CD's.  They replied, quickly, that the data is all stored
as scanned images, hence there are no "words" in the files to search
for.  What they have apparently done is to scan each page, in each
issue, and stored them as some sort of image file, like a .tif, .gif
etc.

They did say that they are working on releasing a new index file which
would allow a keyword search of an index, which could point to all the
locations, in each issues, pages etc,  of the keyword.  This is seems
like a massive undertaking.

They are also working to put more back issues on CD, and a couple more
will be released in the next few months. I'm anxious to have the issues
from the late 40's and through the 50's.

I got both sets of CD's and find that it is really quite interesting and
useful to page through issues, much as I would do with the hard copy.
It is easier to find information with the CD's than the hard copy, much
easier.

We are seeing the early stages of the reduction of a great deal of
printed material to electronic form available to the general public.
There is still much to learn as far as database structure, and the
optimum data storage techniques.  The CD's aren't everything, but I
believe they are a giant leap for ham radio in the distribution of
information.

Lionel N5LB

------------42981434536A0
Content-Transfer-Encoding: 7bit
Content-Type: text/html; charset=us-ascii

<HTML><BODY>

<DT>My two cents worth,</DT>

<DT>&nbsp;</DT>

<DT>I had contacted ARRL on the 26th asking about hypertext searches and
such for the CD's.&nbsp; They replied, quickly, that the data is all stored
as scanned images, hence there are no &quot;words&quot; in the files to
search for.&nbsp; What they have apparently done is to scan each page,
in each issue, and stored them as some sort of image file, like a .tif,
.gif etc.&nbsp;</DT>

<DT>&nbsp;</DT>

<DT>They did say that they are working on releasing a new index file which
would allow a keyword search of an index, which could point to all the
locations, in each issues, pages etc, &nbsp;of the keyword.&nbsp; This
is seems like a massive undertaking.</DT>

<DT>&nbsp;</DT>

<DT>They are also working to put more back issues on CD, and a couple more
will be released in the next few months. I'm anxious to have the issues
from the late 40's and through the 50's.&nbsp;</DT>

<DT>&nbsp;</DT>

<DT>I got both sets of CD's and find that it is really quite interesting
and useful to page through issues, much as I would do with the hard copy.&nbsp;
It is easier to find information with the CD's than the hard copy, much
easier.&nbsp;&nbsp;</DT>

<DT>&nbsp;</DT>

<DT>We are seeing the early stages of the reduction of a great deal of
printed material to electronic form available to the general public.&nbsp;
There is still much to learn as far as database structure, and the optimum
data storage techniques.&nbsp; The CD's aren't everything, but I believe
they are a giant leap for ham radio in the distribution of information.&nbsp;&nbsp;</DT>

<DT>&nbsp;</DT>

<DT>Lionel N5LB</DT>

</BODY>
</HTML>
------------42981434536A0--



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: nielw@ix.netcom.com (Niel Wiegand)
Subject: Re: QST CD ROMS...
Message-ID: <199701012125.NAA20579@dfw-ix4.ix.netcom.com>

You wrote: 

>
>They did say that they are working on releasing a new index file which
>would allow a keyword search of an index, which could point to all the
>locations, in each issues, pages etc,  of the keyword.  This is seems
>like a massive undertaking.
>

One option is to get a copy of FBTO from didah Publishing in Nashua, 
NH. This is an indexed keyword database (with a built-in search 
utility) for all of the major ham magazines from 1946 thru early 90s. 
Use this index to locate the article and then view it on the CD-ROM.

73, Niel - WA5VLZ







From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: harlan@aciss2.ENET.dec.com
Subject: r
Message-ID: <9701011827.AA05594@us2rmc.zko.dec.com>




	Yo' Y'all

		I'm gettin my butt kicked by a '60 Stewart Warner 390A.
	#1222 of order 20139-PC-60, with a Capehart RF deck, and a
	Proggressitron PTO. Everything else is S-W.

		It seems the responce of the 3-2 Mcy IF is not flat.
        Look at this: 10db S/N values measured at 11 mhz (dual conv.)
	and at 5 mhz (triple conv).


                11-12	5-6	PTO

>!!!! Someone put the wrong cores in both the Variable IF's...the
regular RF cores are denoted with red and white dots..the IF cores
have green dots.. I hoped to find the correct cores elsewhere in the RX
but alas there gone, so a call to Fair should correct things in short
order...

	Sorry about the 'subject line',I get lost on my laptop kybd..

							Dan Harlan
						N8ETQ Cleve.,oh	
		


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: bdhall@ghg.net (Benjamin D. Hall)
Subject: R-390A Engineering Report Update
Message-ID: <32CAAD6B.6F72@GHG.net>

Hi y'all!  HAPPY NEW YEAR!

Just finished looking at the numbers for the R-390A engineering report. 
I am happy to report that 19 wonderful people stepped forward to help me
with the copying/mailing of the R-390A final engineering report!  This
works out to about 3 copies each per volunteer.  I'll be handling the
international requests, and requests that I can hand deliver for those
of you running the numbers in your head...

I'll be getting packets into the mail in about a week, so look for them
to arrive in 2 to 3 weeks, depending on how fast I can get copies and
the speed of the Post Office.

Once again, thanks to all the volunteers.

Thanks and 73,
Ben
-- 
----------------------------------------------------------------------
 From the computer of            | Collector of fine firebottle
 Benjamin D. Hall, Houston Texas | equipment, as well as other things
 BDHall@GHG.net (home) -or-      | involving Earth, Air, Water, and
 Benjamin.D.Hall1@JSC.NASA.gov   | Fire.
--------------------------------------------------------------------- 
***PLEASE NOTE MY NEW HOME E-MAIL ADDRESS above.***  My old address,
BDHALL@GHGCorp.com, will still work for a period of time however.



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: "Gary H. Harmon, Jr." <gharmon@txdirect.net>
Subject: Simpson 269-AF
Message-ID: <199701012013.OAA00529@legend.txdirect.net>

Anybody have information, opinions, manual, schematic, etc on the Simpson
269-AF VOM.  It has a little circular dial that rotates when you change
ranges.  Looks like it and BAs would get along smartly.

Thanks in advance, 73 and Happy New Year,
gary
<><><><><><><><><><><><><><><><><><><><>
<> TOO MANY PROJECTS, NOT ENOUGH TIME <>          
<>                                    <>
<>    Gary H. Harmon, Jr., K5JWK      <>
<>        6302 Robin Forest           <>
<>    San Antonio, TX 78239-3218      <>
<>          (210) 657-1549            <>
<>       gharmon@txdirect.net         <>
<>                                    <> 
<>PACK & SHIP UNTO OTHERS AS YOU WOULD<>
<>   HAVE THEM PACK & SHIP UNTO YOU   <> 
<><><><><><><><><><><><><><><><><><><><>



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: John Kolb <jlkolb@cts.com>
Subject: Re: Simpson 269-AF
Message-ID: <Pine.SCO.3.91.970101142914.7882B-100000@sd.cts.com>

On Wed, 1 Jan 1997, Gary H. Harmon, Jr. wrote:

> Anybody have information, opinions, manual, schematic, etc on the Simpson
> 269-AF VOM.  It has a little circular dial that rotates when you change
> ranges.  Looks like it and BAs would get along smartly.
> 

Thats the one with the 6" meter, 100,000 ohms per volt DC sensitivity,
where most meters are 20K/Volt for those that don't remember model 
numbers.

Mine is a plain 269, not a 269AF. I don't particularly care for mine.
To get the electrical sensitivity, the meter is very low friction,
and lightly damped. It distresses me to see the meter deflect upwards
25% of scale or bounce off the stop in the reverse direction every
time I move the meter around. Most meters provide a OFF position
which places a short across the meter terminals which provides
back-EMF braking - this meter provides a OPEN position instead.

I've heard the battery I need for mine for the ohms ranges is $30
so haven't bothered to get ohms working.

That long meter scale sure helps find the exact peak when aligning 
receivers though.

John  KK6IL  jlkolb@cts.com



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: jeffa@ix.netcom.com (Jeff Anderson)
Subject: SP-600 vs R-390A panel colors
Message-ID: <199701011946.LAA21344@dfw-ix8.ix.netcom.com>

I've almost finished recapping my R-274/SP-600JX-14 (what a pain!), and 
am beginning to contemplate the next step:  panel refinishing.  I've 
just noticed that the R-274 front panel grey is darn close to my R-390A 
front panel grey.  What color paint is typically used for refinishing 
R-390A's (I'm assuming that finishing R-390A's is more common than 
R-274's)?  Does anyone refinish R-390A panels (maybe I can slip the 
R-274 in...), or have a stock of the appropriate color?

Thanks,

- Jeff, WA6AHL


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: djhutch@concentric.net
Subject: SW4-A Manual Wanted
Message-ID: <32CAD404.3767@concentric.net>

I am looking for a copy of the Drake SW4-A SW receiver manual.  Any help
would be appreciated.

73's

Dave K9HT


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: Mike Sewell <75143.2737@CompuServe.COM>
Subject: RE: Tube Lore
Message-ID: <970101152320_75143.2737_IHV45-1@CompuServe.COM>

Earlier, Al wrote,

>       I think everybody on this list ought to ante up their $20 bucks and
>by a copy of Lud Sibleys "Tube Lore".  All this stuff is then at your
>fingertips.

A week or so ago I asked for a repost of the address to get my very own issue of
"Tube Lore" and received no response!!!  I'll ask again.  Won't someone puhleeze
tell me where to send my 20 bucks for this great publication?  Thanks.

73,  Mike

K  0  Collects  Radios  eXclusively/WPE0CFK



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: John Kolb <jlkolb@cts.com>
Subject: RE: Tube Lore
Message-ID: <Pine.SCO.3.91.970101084215.27002A-100000@sd.cts.com>

> Earlier, Al wrote,
> 
> >       I think everybody on this list ought to ante up their $20 bucks and
> >by a copy of Lud Sibleys "Tube Lore".  All this stuff is then at your
> >fingertips.

The address I wrote down, but haven't used yet  :)  is:

Ludwell Sibley
44 E. Main St.
Flemington NJ  08822

John  KK6IL





From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: "John H. Dilks III" <oldradio@worldnet.att.net>
Subject: RE: Tube Lore
Message-ID: <19970101193147.AAB4033@LOCALNAME>

To Mike and all BA'er's

        RE: TUBE LORE, the book,

        You can read the news release and a book review on my web page:

                http://www.globalent.net/oldradio

As well as buying direct, I understand that Antique Radio Classified and
Antique Radio Supply are now selling this book. (It's a better deal from the
author.)

        73' John Dilks, K2TQN

-----------snip----------
>>       I think everybody on this list ought to ante up their $20 bucks and
>>by a copy of Lud Sibleys "Tube Lore".  All this stuff is then at your
>>fingertips.
......snip..............
.=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=.
|     73's from John H. Dilks, K2TQN, oldradio@worldnet.att.net      |
|                                                                    |
|     NJARC is on the WEB -   http://www.globalent.net/oldradio      |
|                                                                    |
|   There's always something new about old radio on our Web Page.    |
|                   We update it every week!                         |
`=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=' 



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: arc5@ix.netcom.com (David Stinson )
Subject: TWO VIKING VALIENTS AVAILABLE
Message-ID: <199701011301.FAA23365@dfw-ix10.ix.netcom.com>

Two Viking Valients available for sale or trade.
Note these are *pick-up only* in Las Vegas.  Please 
don't ask me to ship them.  If I don't hear from 
someone here, I'll take them to the Vegas swap Saturday.

My available time is so short and I am so far behind
in shipping things out to people that it's going to take
me forever to get caught-up, so I don't need to add these
monsters to the pile. That's why they're *pick-up only*.

Both are cosmetically average, meaning they aren't rusty
or dirty or pitted, just showing normal wear.  One works
well except that it has a short-lived parasitic on 75
if you load it heavy.  That goes away after an hour's
operation so it should be easy to find with some cool 
spray.  The other has a bad low-voltage transformer 
(shorted 2.5 V fili. winding) but is otherwise intact.
No way on earth I'm ever going to get the time to fix
these guys so they need a better home.

I'm open to dickering for either cash or trades.  
I like military and Drake gear, thought I'm also 
looking for a good all-mode 144-440 transceiver.

73 DE Dave Stinson AB5S
      arc5@ix.netcom.com



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: "Roberta J. Barmore" <rbarmore@indy.net>
Subject: Re: Unplug everything!
Message-ID: <Pine.SUN.3.91.970101082013.25018A-100000@indy2>


Hi!

   Dexter's unfortunate TV-zapping points to a bigger problem: there's a
shared neutral.  For all those five white wires on the outlet, it appears
that only one went back to the breaker box; so there was *one* neutral for
the "hot" (black) wire in that outlet and the "hot" (on another phase!)
for the outlet the TV was plugged into. 
   This is a *major* no-no.  Code calls for each and every circuit 
(breaker to outlet(s) or hardwired device(s)) to have its very own 
neutral, to prevent exactly this situation, where two unequal 110V loads 
ended up across the 220 with nasty result. 
   Not as visible but even more dangerous, a shared neutral is a fire
hazard: the breakers are there to protect the wires, typically 15A for #14
or 20A for #12, and the shared neutral could easily see twice that or
more, depending on how many circuits are sharing it and how close to
full-load they are!  This *will* be a problem. 

   The fix can be a bear--residential wiring often is--but those circuits 
need to be doped out and given their own neutrals.  Putting the two on 
the same phase avoids problems when the neutral is open but won't take 
care of the over-current possibility.  At least Romex makes doing it 
right pretty much automatic.  (Fishing the stuff in and back to the 
breaker box, eeeeyuck, that's the furry growler).

   In three-phase apps, electricians typically color-code the hot legs.  
Black, red and blue are standard for three-phase 208 and 220.  (The 
480 stuff is brown/yellow/orange, which means "Really don't cut it hot" 
in Electricianese)
   Two-phase 220, like we have in US homes, the hots are generally red and
black (see your dryer wiring) and it's nice to do all the 110 as black &
white/red & white depending on which side they're on.  Haven't seen any
red/white Romex, though, and most homes just use black...so there's no 
telling which leg any random hot wire might be on.  (You *can* tag 'em 
with colored tape, though).

   This one hit close to home for me.  The last house I owned had been
wired in the teens or 20s (tube and knob!), with outlets tacked on in the
late 30s or 40s, and the entire first floor had *one* #14 neutral, running
down the center of the basement ceiling.  It ran *warm* with all the
lights on!  A lot of dimming as loads were switched on and off, too.  I
was broke at the time and "fixed" it by using low-wattage lamps and
keeping appliances to a minimum--and having frequent nightmares. 

   73,
   --Bobbi


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: Re: Unplug everything!
Message-ID: <Pine.ULT.3.95.970101120035.2215D-100000@admin.aurora.edu>

On Wed, 1 Jan 1997, Roberta J. Barmore wrote:

>    Not as visible but even more dangerous, a shared neutral is a fire
> hazard: the breakers are there to protect the wires, typically 15A for #14
> or 20A for #12, and the shared neutral could easily see twice that or
> more, depending on how many circuits are sharing it and how close to
> full-load they are!  This *will* be a problem. 

Hmmm.... I think something's wrong here. If the "hots" are opposite phase
the neutral current would be the difference between the "hot" currents,
wouldn't it? You are correct, of course, if the phases are the same,
like the way he rewired it.

        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: "David A. Cooley" <cooldave@ipass.net>
Subject: Re: Unplug everything!
Message-ID: <1.5.4.32.19970101181805.0069f540@mail.ipass.net>

At 12:06 PM 1/1/97 -0600, you wrote:

>
>Hmmm.... I think something's wrong here. If the "hots" are opposite phase
>the neutral current would be the difference between the "hot" currents,
>wouldn't it? You are correct, of course, if the phases are the same,
>like the way he rewired it.

Actually, I think the word phases used for single phase house wiring is
erroneous... the 220 are actually opposite sides of the secondary... the
neutral is the centertap.

Later,
Dave
========================================================================
David Cooley N5XMT                  Packet: N5XMT@W4RAL.#RTP.NC.USA.NOAM
Internet: cooldave@ipass.net    And Web: http://www.ipass.net/~cooldave/
Sponges grow in the ocean... Wonder how deep it would be if they didn't!
========================================================================



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: dr.electron@juno.com (Richard L Paton)
Subject: RE: Unplugged
Message-ID: <19970101.092103.6814.0.dr.electron@juno.com>

Hi.     The "doc" speweth:
Actually, multiwire [ shared neutral ] circuits are legal, a.) For
line to neutral loads only, or b.) when serving only ONE utilization
equipment. About the only place they are installed as new anymore is
in the kitchen, feeding the dishwasher and disposal. They are also
O.K. as long as you have at least a color TV on one hot leg, to protect
the toaster on the other. Ha Ha, snap crackle pop GRUMBLE GRUMBLE!
 They did have the advantage of efficiency, as anything close to a
balanced condition will produce less I Sq R loss & corresponding voltage
drop ( neutral essentially not loaded ). This was more important when
dwelling units had a 30 or 60 Amp service. Currently, it makes little
sense to install less than a 200 amp service. It would add about
two to three hundred bucks max cost increase on a new construction.
Sooner or later you will need it, later will cost mucho more to upgrade.
   The service entrance lines from xfmr to service panel are 3-wire; the
peril will always exist. Aluminum conductors here? NOT ! Corrosion and
loosening of connections will take their toll. 
  For anything even approaching a technical usage, however, forget it. 
Go with dedicated neutrals. Romex is cool, since it allows isolated
grounds without expensive receptacles and hardware. Normally it isn't
that hard to relpace one or two runs, just dirty & nasty sometimes. You
just have to do a few, and know how to patch up the few holes opened to
gain access along the run.
  It is also important to assure that the respective hot & neutral
conductors of a circuit are run together in the same romex or conduit. 
This affords common mode noise cancellation and reduction of inductive
heating effects. I service a large Hotel where a carpenter sawed through
about 15 circuits while putting a new door opening in the office. Mainly
they connect to thryristor incandescent dimmers and huge chandeliers. 
His fix was to connect wires untill all the lights worked. Hot & neutrals
are run at  random, and the emi from this mess would put a good jamming
pod to shame. The dimmers run as hot as a two dollar pistol. The main and
aux computer systems are in this area;
scarily enough,  they work. Correct repair of the "fix" would envolve
more cost,
downtime, & politic than anyone involved could tolerate.
  Latest code req's for 240 type rec's call for seperate neutral & safety
conductors as well as hot leads. ( 4 wire rec. & Plug ). Range,
countertop
cook units, dryers, etc.
   The system used in single phase residential occupancies is not
two phase ; technically, it is called "ANTIPHASE". Simply a 240 secondary
winding, center tapped at the neutral, & split load, w/ 180 degree apart
waveforms.
  480 etc is another story(s) in it self. Mucho danger, smoke, plasma,
blindness, singed eybrows and $$$$$$ if not installed/maintained
properly. Hint for those with water well  pumps, etc: Never remove the
" Arc Shield " from a contactor or starter and set it down in the
enclosure.
It can and will cause failure/injury/damage/ $$$$$. Put it back !

  A simple " open neutral " protection circuit can be rigged up with an
"ice cube" control relay and a "shunt trip" breaker. Worth it for the 
treasured glowing things we have.
Sorry about the long winded spew. Safety First !
(don't)    Smoke 'em if you got 'em.....
Rich P	" dr.electron@juno.com " ........If we can't fix it, it
ain't broke.
		#		#		#   


From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: Bob Rolfness <rsrolfne@atnet.net>
Subject: Value Check
Message-ID: <32CAE2E4.2437@atnet.net>

Greetings to All.  Sorry for the little off subject question, but the 
list is a great resource of information.

Question:  Anyone know a value nowdays of a Marantz Model 2270 
Amplifier?  Its tube type.

73's  Bob  W7VZX


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: w5jv@juno.com (J. Douglas Hensley)
Subject: w5jv: ...and may the New Year bring you good tidings.
Message-ID: <19961231.233908.5159.5.w5jv@juno.com>


                          Greeting the New Year
                                                '
                                               \
                                             /  \
                                            /    \
                                            \ _ /
                                           <++>
                                           {[     ]}
                                           {[     ]}
                                           {[     ]}
                                           {[     ]}
                                           {[     ]}
          ____                        {[     ]}
        //          \\                     {[      ]}
       //   ___//                      {[      ]}
      [   //                          __{[       ]}__
       \  ' ___________(      1997     )___________/\
        \\ ____NNN0BXX / W5JV / RNARS 4412___//   
   
                                         
       Best Wishes and Happy New Year to Everyone
                            on this e-mail reflector.


Doug W5JV
Baton Rouge, Louisiana
USA

(Forgive the bandwidth Jack, once a year in honor of the
fine people here is not a bad record.  Keep up the good work)


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: bsheck@NIMUE.HOOD.EDU (Bob Sheck)
Subject: Re: Washington, Dc & Baltimore BA Haunts
Message-ID: <01IDP8NGXY6Q000Y21@NIMUE.HOOD.EDU>

At 21:47 12/30/96 -0600, k1zat@dsport.com wrote:
>> 
>> Isn't there a museum of Military Electronics near the Baltimore airport ??

Yes. It was Westinghouse's and they had it housed in one of 
the buildings in located in the Airport Square development on 
Elkridge Landing Road. I do not think it is still in that 
building because the last time I was out there (about 2-3 yrs 
past) I don't remember seeing it. There was an ellipsoidal 
Radar antenna and a green van parked outside. So if no one 
else on this list lives any closer than I do (about 43.5 
miles WEST) of that place, I will drive out there this week 
and check it out.

Let me know before Friday so I can plan. Otherwise I will devote
the time to homebrewing. Beer, of course.

Bob




From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: k1zat@dsport.com
Subject: Re: Washington, Dc & Baltimore BA Haunts
Message-ID: <Pine.GSO.3.95.970101151448.15050A-100000@puff>

Bob

> Yes. It was Westinghouse's and they had it housed in one of 
> the buildings in located in the Airport Square development on 
> Elkridge Landing Road. I do not think it is still in that 
> building because the last time I was out there (about 2-3 yrs 

Didn't the Westinghouse and their holdings on the square
get bought out (and I thnk moved out of town) last year ?

   jd



From boatanchors@theporch.com  Wed Jan  1 18:34:21 1997
From: bsheck@NIMUE.HOOD.EDU (Bob Sheck)
Subject: Re: Washington, Dc & Baltimore BA Haunts
Message-ID: <01IDPCQU245U000VW0@NIMUE.HOOD.EDU>

I don't know. I never was associated with Westinghouse, but only worked
in that area. I think some other beltway bandit- oops, I mean
Defense Contractor- took it over. I don't know of anyone personally who
was associated with the place, nor do I know if it still exists. Which, I
hope it does, as a matter of historical significance.

Bob

At 15:16 1/1/97 -0500, k1zat@dsport.com wrote:
>Bob
>
>> Yes. It was Westinghouse's and they had it housed in one of 
>> the buildings in located in the Airport Square development on 
>> Elkridge Landing Road. I do not think it is still in that 
>> building because the last time I was out there (about 2-3 yrs 
>
>Didn't the Westinghouse and their holdings on the square
>get bought out (and I thnk moved out of town) last year ?
>
>   jd
>
>



From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: bsheck@NIMUE.HOOD.EDU (Bob Sheck)
Subject: Re: Washington, Dc & Baltimore BA Haunts (Crypto)
Message-ID: <01IDP85JA5KI000YM9@NIMUE.HOOD.EDU>

Actually, it is located in what _was_ the Colony 7 motel. 

I can't tell you anymore- might reveal too much <VBSEG>

Bob


At 21:04 12/30/96 -0600, k1zat@dsport.com wrote:
>look like a hotel, thats because it was at one time (Howard
>Johnson's I think).




From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
Subject: Re: Wattmeter Question TS 1285/URM-120
Message-ID: <v03007811aef00d7d922b@[134.53.65.12]>

>I called Fair Radio to try to get the little diode "bullet" for
>this thing, but they need a diode type (eg. 1N###). The detector is
>a CU/753/URM.  The diode has numbers: 100506 & below it 8202.
>Also, "microwave" is printed below these numbers, which is a little
>curious because the detector is for 2-30 Mc.  Fair Radio says you
>gotta get the right diode to maintain precision.  The diode reads
>150 ohms in either direction.  I have another detector for 200-1000 Mc.
>- it's diode resistance appears to be normal (ie high in one direction,
>low in the other).  I'd appreciate any comments on the qualities of this
>meter, availability of the missing 30-200 Mc detector(s), documentation,
>experiences and other like surplus wattmeters (I thinking of buying this
>one).  TNX!

Hi John,

I'd appreciate your letting me know if FRS can come up with a bullet diode
for you. I wouldn't worry about matching the exact diode type. That just
isn't important for 2-30MHz., since diode capacitance isn't an important
parameter (and neither is breakdown voltage).  Any variation between diodes
will be far smaller than the intrinsic inaccuracy of the meter. I'm
guessing the diode is a germanium type, so just be sure you get a germanium
diode that is the right physical size.   As to calibration, most meters
have a calibration adjustment pot inside for setting the meter sensitivity.
It's probably time to recalbrate your wattmeter in any case. A couple of
years ago, I bought a new-old-stock Bird  150 watt dummy load/wattmeter
with plug -in-diode, and discovered the meter calibration was off by thirty
percent!

Regards,

Jim W8ZR




From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: "John E. Vercellino" <104204.2650@compuserve.com>
Subject: WTB 6L6GC
Message-ID: <199701011358_MC2-E29-C325@compuserve.com>

Anyone have a 6L6GC that they'd be willing to part with?  If you do, please
let me know
how much you'd like for it.  

73, JOHN        104204.2650@compuserve.com
WB9OVV


From boatanchors@theporch.com  Wed Jan  1 13:27:45 1997
From: km1h@juno.com
Subject: WTB: HV Variables
Message-ID: <19970101.131103.9895.6.km1h@juno.com>

I need a few  25 to 75pf  variables at 2500 to 4500V spacing. Any make OK
as long as they are in decent shape. Whatever you have; one or more. 
Cash or swap.

Tnx............Carl   KM1H


